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ANNEX II + III:  TECHNICAL SPECIFICATIONS + TECHNICAL OFFER 

 

Contract title: Supply and Delivery of Agricultural Equipment (Lot 4) p 1 /… 

Publication reference: JM-H20-SUP-30  

 

 

 

 

 

 

Columns 1-2 should be completed by the contracting authority 

Columns 3-4 should be completed by the tenderer 

Column 5 is reserved for the evaluation committee  

Annex III - the contractor's technical offer 

The tenderers are requested to complete the template on the next pages:  

• Column 2 is completed by the contracting authority shows the required specifications (not to be modified by the tenderer),  

• Column 3 is to be filled in by the tenderer and must detail what is offered (for example the words ‘compliant’ or ‘yes’ are not sufficient)   

• Column 4 allows the tenderer to make comments on its proposed supply and to make eventual references to the documentation 

The eventual documentation supplied should clearly indicate (highlight, mark) the models offered and the options included, if any, so that the evaluators can see the 

exact configuration. Offers that do not permit to identify precisely the models and the specifications may be rejected by the evaluation committee. 

The offer must be clear enough to allow the evaluators to make an easy comparison between the requested specifications and the offered specifications. 

  



2021.1 Page 2 of 2 

6.AnnexII&III_TechnicalSpecs_Agri_Equip_WeightScales 

1. 

Lot No. 

2. 

Specifications required 

3. 

Specifications offered 

4.  

Notes, remarks,  
ref to documentation 

5. 

Evaluation 
committee’s notes  

4 Twenty (20) Animal Weight Scales 

Floor scales which can be portable units that are 

easy to move from site to site. Carbon steel 

versions for general industrial environments and 

stainless steel for washdown applications. 

Adjustable feet to level the platform on uneven 

floors. Rocker-foot suspension to automatically 

centers the scale platform for accurate weighing 

of every load. Dimensions of max  5' x 7' (1,524 

mm x 2,134 mm)  and up to 2,500-pound capacity 

   

 


